
MITUTOYO SPRING
SAVINGS PROMOTION '09
Great deals and special offers on a wide range of quality products!



INTRODUCTION

HOW TO ORDER

Dear Customer,  

To celebrate the launch of our 2009 Catalogue, we are pleased to offer you some of our best 

selling products at unbeatable prices!

\\	Save £550.00 on the latest model in our surface testing range – SURFTEST SJ500! 

\\	Save up to £88.00 on our innovative QuantuMike DIGIMATIC Micrometer!

\\	Save up to £96.00 on our popular Coolant Proof DIGIMATIC Caliper!

\\	PLUS! Save £10.00 on our highly acclaimed publication 'Metrology Handbook – The 	

	 Science of Measurement' priced at just £15.00! (RRP £25.00)

With great savings like these, why compromise when you know Mitutoyo is the brand to 

trust for quality!

David Thomson

Managing Director

\\	These offers are for a limited time only so to place your order now simply call our Sales 	

	 Team on 01264 323123 or visit our website www.mitutoyo.co.uk



	 DIGIMATIC IP65 FAST-ACTION 
MICROMETER
\\	The most revolutionary advance in micrometer design since James Watt’s invention in 1772.
\\	High speed measurement is achieved thanks to 2 mm* of spindle feed for every thimble revolution.
\\		 is equipped with a function lock feature to prevent the origin point being moved 	
	 accidentally.
\\	Consistent measuring force due to patented ratchet thimble mechanism** helps ensure repeatable results.
* Patent registered in USA. Patent pending in Europe, Japan and China.
** Patent pending in Europe, USA, Japan and China.

Measuring range Order No. Accuracy* Resolution List price Offer price!
Without data output
0-25 mm / 0-1” 293-185 ±1 µm / ±0.00005” 0.001 mm / 0.00005” £150.00 £110.00
25-50 mm / 1-2” 293-186 ±1 µm / ±0.00005” 0.001 mm / 0.00005” £207.00 £130.00
With data output
0-25 mm / 0-1” 293-180 ±1 µm / ±0.00005” 0.001 mm / 0.00005” £223.00 £140.00
25-50 mm / 1-2” 293-181 ±1 µm / ±0.00005” 0.001 mm / 0.00005” £238.00 £150.00
* L = measured length (mm).  Excludes quantization error in the least significant digit.  

Optional accessories
05CZA662 Signal cable with data switch (1 m) £52.60 £35.00
05CZA663 Signal cable with data switch (2 m) £63.30 £40.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

Save £83.00!

SPECIAL OFFER PRICE:

£140.00
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	 COOLANT PROOF DIGIMATIC IP67 CALIPER
\\	This caliper features an ABSOLUTE system for convenience and productivity.
\\	ABSOLUTE scale prevents high-speed display errors.
\\	Large display digits are easy to read.
\\	Optimum caliper sliding properties.

IP67 protection
\\	Manufactured according to IP67 protection standards against dust and water pressure. For example, it can
	 withstand temporary, complete immersion in water or coolant without suffering damage.

Save £39.00!SPECIAL OFFER PRICE:£90.00

Measuring range Order No. Accuracy Resolution List price Offer price!
Without data output
0-150 mm / 0-6” 500-752-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £96.50 £70.00
0-200 mm / 0-8” 500-753-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £140.00 £100.00
0-300 mm / 0-12” 500-754-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £194.00 £145.00
With data output
0-150 mm / 0-6” 500-762-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £129.00 £90.00
0-200 mm / 0-8” 500-763-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £172.00 £120.00
0-300 mm / 0-12” 500-764-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £291.00 £195.00

Optional accessories
05CZA624 Signal cable with data switch (1 m) £52.60 £35.00
05CZA625 Signal cable with data switch (2 m) £63.30 £40.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

500-762-10



	 COOLANT PROOF DIGIMATIC SOLAR POWERED IP67 
SUPER CALIPER
\\	Digital measurements without a battery.
\\	Guaranteed precision even with high-speed movements.
\\	Large display digits are easy to read.
\\	QUADRI-design, rustless, hardened and lapped measuring faces, bevelled jaws (inside and outside) for
	 measuring small grooves and bores.
\\	ABSOLUTE System (patented) with a dustwiper in the slide.
\\	Extremely resistant to coolants and lubricants.
\\	Impact resistant design.

IP67 protection
\\	Manufactured according to IP67 protection standards against dust and water pressure. For example, it can
	 withstand temporary, complete immersion in water or coolant without suffering damage.

Save £42.00!SPECIAL OFFER PRICE:£120.00
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Measuring range Order No. Accuracy Resolution List price Offer price!
Without data output
0-150 mm / 0-6” 500-784-1 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £140.00 £105.00
0-200 mm / 0-8” 500-785-1 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £183.00 £135.00
With data output
0-150 mm / 0-6” 500-786-1 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £162.00 £120.00
0-200 mm / 0-8” 500-787-1 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £215.00 £160.00

Optional accessories
05CZA624 Signal cable with data switch (1 m) £52.60 £35.00
05CZA625 Signal cable with data switch (2 m) £63.30 £40.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

500-786-1



HDS 	 DIGIMATIC HEIGHT GAUGE
\\	Choice of ABSOLUTE or Incremental measurement modes.
\\	ABSOLUTE system holds the reference point indefinitely.
\\	No group-speed errors.
\\	High contrast 6-digit LCD allows fast and accurate reading.
\\	Specially contoured base and large controls make handling easy.
\\	Ergonomic features provide improved handling and efficiency.

Measuring range Order No. Accuracy Resolution List price Offer price!
0-300 mm / 0-12” 570-312 ±0.03 mm / ±0.0015” 0.01 mm / 0.0005” £376.00 £250.00
0-600 mm / 0-24” 570-314 ±0.05 mm / ±0.002” 0.01 mm / 0.0005” £633.00 £450.00

Optional accessories
905338 Signal cable (1 m) £27.50 £15.00
905409 Signal cable (2 m) £30.70 £18.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

Save £126.00!

SPECIAL OFFER PRICE:

£250.00

570-312
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HDM-A 	 DIGIMATIC HEIGHT GAUGE
\\	Choice of ABSOLUTE or Incremental measurement modes.
\\	ABSOLUTE system holds the reference point indefinitely.
\\	Robust type in column form with data output and connection facility for a touch probe (optional accessory).
\\	Standard type in column form without data output.
\\	Zero setting by simple button operation in any position.
\\	PRESET function allows any origin value (within limits of display) to be entered for use in ABS measurements.
\\	Measuring direction can be switched at the press of a button for ease of measuring in either direction.

Measuring range Order No. Accuracy Resolution List price Offer price!
0-300 mm / 0-12” 192-670-10 ±0.02 mm / ±0.001” 0.01 mm / 0.0005” £847.00 £495.00
0-600 mm / 0-24” 192-672-10 ±0.04 mm / ±0.002” 0.01 mm / 0.0005” £1140.00 £695.00
0-1000 mm / 0-40” 192-673-10 ±0.06 mm / ±0.005” 0.01 mm / 0.0005” £2070.00 £1195.00

Optional accessories
905338 Signal cable (1 m) £27.50 £15.00
905409 Signal cable (2 m) £30.70 £18.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

Save £352.00!

SPECIAL OFFER PRICE:

£495.00

192-670-10



\\	The LH-600D offers exceptional accuracy and a comprehensive range of measurement, calculation and analysis
	 functions.
\\	Pneumatic drive mechanism.
\\	Self-explanatory control pad with menu control in display.
\\	Easy to read LCD panel.
\\	Automatic running of pre-learnt part programs.
\\	GO / ±NO GO display at each measurement.
\\	Mains-independent operation with rechargeable battery.
\\	Easy handling with low weight.
\\	RS-232C data output port.
\\	DIGIMATIC data input for when using a digital indicator instead of the standard probe (e.g. for perpendicularity).

Save £865.00!

SPECIAL OFFER PRICE:

£2995.00

LH-600D LINEAR HEIGHT GAUGE

Measuring range Order No. Accuracy Resolution (selectable) Stroke List price Offer price!

0-972 mm / 
0-38.6”

518-341E-21 ±(1.3+0.6L/600) μm*

0.0001 / 0.001 /  
0.01 / 0.1 mm

0.000001 / 0.00001 /
0.0001 / 0.001”

600 mm / 24” £3860.00 £2995.00

* When using standard eccentric Ø5 mm probe (at 20 ºC). L = measured length in mm.

Optional accessory
517-909-0SP Granite surface plate £1210.00 £795.00

518-341E-21
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Save £77.00!

SPECIAL OFFER PRICE:

£165.00

IDC	 DIGIMATIC INDICATOR
\\	Unique electronic multi-function indicator with capacitive-type ABSOLUTE scale.
\\	The origin (zero position) is set only once and is stored until the next battery replacement or until reset.
\\	True reading even at high plunger speed.
\\	Large display characters for easy reading.
\\	The 7-digit LCD can be rotated by up to 330º to achieve the optimum reading position.
\\	Tolerance display shows if measurement is within tolerance limits set.

Measuring range Order No. Accuracy Resolution Measuring force List price Offer price!
12.7 mm / 0.5” 543-401B 0.02 mm / 0.0008” 0.01 mm / 0.0005” ≤0.9 N £177.00 £120.00
12.7 mm / 0.5” 543-391B 0.003 mm / ±0.00012” 0.001 mm / 0.00005” ≤1.5 N £242.00 £165.00

Optional accessories
905338 Signal cable (1 m) £27.50 £15.00
905409 Signal cable (2 m) £30.70 £18.00
264-504-5E DP1-VR DIGIMATIC mini-processor £290.00 £195.00
264-012-10 USB input unit DIGIMATIC gauge/PC data input device £172.00 £120.00

543-391B



SURFTEST SJ-201P
\\	Designed for fast and easy acquisition of surface roughness parameters from practically any workpiece surface 	
	 in any almost any situation.
\\	A large selection of styli and nosepieces is available that permits a multitude of different measuring tasks to be 	
	 performed.
\\	The drive unit can be separated from the main measuring unit, allowing measurements in hard-to-reach 	
	 situations (cable length 1 m).
\\	The SJ-201 may be operated from AC/DC power as well as anywhere on the shop floor independently of mains 	
	 power by virtue of its built-in battery.
\\	The SJ-201 features an RS-232C interface and a DIGIMATIC port as standard equipment. Roughness data may 	
	 therefore be processed immediately, with or without an external PC or other Mitutoyo hardware. Interface 	
	 sockets and the operating panel can be safely locked away under protective coverings when the SJ-201 is not 	
	 in use.
\\	The Auto-Sleep function starts saving battery power after 30 seconds in the absence of panel activity.

Model SJ-201P
Order No. 178-923-2E
Detector measuring range 350 μm (14 000 µinch)
Detector resolution 0.01 μm
Traverse range 12.5 mm (0.49”)
Drive unit speed Measuring: 0.25 mm/s, 0.5 mm/s (0.01”/s, 0.02”/s), Returning: 0.8 mm/s (0.03”/s)
Measuring force 4 mN
Detector tip radius 5 μm (200 µinch)
List price £1150.00
Special offer price! £895.00

Optional accessory
178-039 Granite test stand £901.00 £595.00

Save £255.00!

SPECIAL OFFER PRICE:

£895.00

178-923-2E
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SURFTEST SJ-301
\\	Portable Surface Roughness Tester featuring a dustproof, touch-sensitive operation panel and integral printer.
\\	The large LCD makes it easy to read measurement results and analysis graphs at a glance.
\\	The thermal printer prints out fast and clear.
\\	Designed to increase operability – large keypads are used for measuring operations, while the touch-sensitive 	
	 LCD (special operating pen included) is used for setting up the measuring conditions.
\\	Five different measuring setups can be stored by the SJ-301.
\\	Measurement data may be downloaded to an external PC.
\\	Adheres to international standards: ANSI, DIN, ISO and JIS.
\\	Measurement data may be stored for evaluation later and/or printed. An optional memory card is available for
	 storing up to 20 sets of measurement setups, measuring data and statistical data.

Model SJ-301
Order No. 178-954-3E
Detector measuring range 350 μm (14 000 µinch)
Detector resolution 0.01 μm
Traverse range 12.5 mm (0.49”)
Drive unit speed Measuring: 0.25 mm/s, 0.5 mm/s (0.01”/s, 0.02”/s), Returning: 1.0 mm/s (0.04”/s)
Measuring force 4 mN
Detector tip radius 5 μm (200 µinch)
List price £2140.00
Special offer price! £1750.00

Optional accessory
178-039 Granite test stand £901.00 £595.00

Save £390.00!

SPECIAL OFFER PRICE:

£1750.00

178-954-3E



SURFTEST SJ-401 / SJ-402
\\	The high-resolution detector head with its wide measuring range and high-straightness drive unit in the 	
	 SURFTEST SJ-400 models guarantees measurements of outstanding accuracy for the class.
\\	Measurements of straightness, surface finish, waviness and ultra-fine steps are made easy by the skidless 	
	 measurement function.
\\	Large, integrated touch-sensitive LCD panel clearly shows the results of calculations and evaluated profiles.
\\	Skidless measurement and surface-R (curved surface) compensation functions enable evaluation of surface 	
	 roughness of cylinders transverse to the cylinder axis with a compact tester.
\\	The SURFPAK-SJ surface roughness analysis software can be used for data analysis and the preparation of 	
	 reports.
\\	35 different roughness parameters are provided by the SJ-400 series for compliance with the latest ANSI, DIN, 	
	 ISO and JIS standards.

Model SJ-401 SJ-402
Order No. 178-947-3E 178-945-3E
Detector stylus stroke 800 μm (0.032”)

Resolution/range
0.0125 μm (0.5 μinch) / 800 μm, 0.00125 μm (0.05 μinch) / 80 μm,  

0.000125 μm (0.005 μinch) / 8 μm
Z axis measuring range 800 μm, 80 μm, 8 μm (0.032”, 0.003”, 0.0003”)
X axis measuring range 25 mm (1”) 50 mm (2”)
Drive unit
	 Measuring speed 0.05 mm/s, 0.1 mm/s, 0.5 mm/s, 1.0 mm/s (0.002”/s, 0.004”/s, 0.02”/s, 0.04”/s)
	 Returning speed 0.5 mm/s, 1.0 mm/s, 2.0 mm/s (0.02”/s, 0.04”/s, 0.08”/s)
	 Traverse straightness 0.3 μm / 25 mm (12 µinch / 1”) 0.5 μm / 50 mm (20 µinch / 2”)
	 Positioning adjustments +1.5° tilt and 10 mm (0.4”) height
List price £4130.00 £4830.00
Special offer price! £3500.00 £3995.00

Optional accessory
178-039 Granite test stand £901.00 £595.00

Save £630.00!

SPECIAL OFFER PRICE:

£3500.00

178-947-3E
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SURFTEST SJ-500
\\	High precision and high performance compact type surface roughness tester features a simple-to-operate 	
	 dedicated control unit with user-friendly display.
\\	Simple to use – the integrated joystick on the control unit allows quick and easy positioning.
\\	Small styli can be positioned easily on a surface using the manual control knob.
\\	Large, integrated, touch-sensitive, 7” colour LCD panel clearly shows the results of calculations and evaluated 	
	 profiles.
\\	Setting up for a measurement is aided by icons representing the elements of the surface roughness symbols
	 seen on engineering drawings. Recommended values to use are easily selected from a list that appears after 
	 selecting an element icon.
\\	Wide choice of fine-contour analyses (uneven steps, uneven area, circle, angle, coordinate difference and 
	 slope) is available, in addition to 43 parameters compliant with 1997 ISO and 2001 JIS surface roughness 	
	 standards.

Model SJ-500 (4 mN) SJ-500 (0.75 mN)
Order No. 178-533-02E 178-533-01E
Detector stylus stroke 800 μm (0.032”)
Resolution/range 0.01 μm (0.4 μinch) / 800 μm, 0.001 μm (0.04 μinch) / 80 μm, 0.0001 μm (0.004 μinch) / 8 μm
Traverse range 50 mm (2”)
Drive unit (X axis)
	 Traverse range 50 mm (2”)
	 Resolution 0.05 μm
	 Drive speed 0-20 mm/s and manual
	 Measuring speed 0.02-5 mm/s
	 Traverse straightness 0.2 μm / 50 mm
	 Positioning adjustments +1.5° tilt (with DAT function) and 30 mm height (Z axis)
List price £7300.00 £7300.00
Special offer price! £6750.00 £6750.00

Optional accessory
178-039 Granite test stand £901.00 £595.00

Save £550.00!SPECIAL OFFER PRICE:£6750.00
178-533-02E



ROUNDTEST RA-120/RA-120P
\\	The Roundtest RA-120 models offer a choice of built-in processor or PC control to provide compact, affordable,
	 and simple-to-use instruments for assessing roundform part geometry on the shop floor.
\\	Data analysis capability is provided to the level expected from a laboratory-grade roundness tester.
\\	A wide detector range of ±1000 μm is available and the precision turntable delivers excellent rotational
	 accuracy.
\\	Semi-automatic centering and levelling capability is provided on the turntable with the choice of digital or 	
	 analogue adjustment.
\\	The RA-120 incorporates a dedicated processor with the instrument being driven from a control panel on the 	
	 base.
\\	10 analytical features available: 
	 Roundness, coaxiality, concentricity, flatness, radial runout, axial runout, perpendicularity to axis, 		
	 perpendicularity to plane, wall thickness deviation, parallelism. Plus the ability to make measurements on 	
	 notched or interrupted-form type workpieces.

RA-120P
\\	The RA-120P is the PC-based model and runs the ROUNDPAK software package on the PC supplied.

Save £1800.00!

SPECIAL OFFER PRICE:

£8995.00

211-621E
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Model RA-120 RA-120 RA-120P
Order No. 211-621E 211-623E 211-627E

Type
Analogue centering/levelling 

adjustment
Z-axis scale and digital centering/levelling adjustment

Turntable
	 Rotational accuracy (0.04+0.06H/100) μm* [(1.6+0.6H) μinch]*
	 Rotational speed 6 rpm
	 Diameter 150 mm (5.9”)
	 Centering range ±3 mm (±0.12”)
	 Levelling range ±1º
	 Measuring speed 0.02-5 mm/s
	 Measurable diameter 280 mm (11.0”)
	 Max. workpiece diameter 440 mm (17.3”)
	 Max. loading 25 kg
Vertical column (Z axis)
	 Range 280 mm (11.0”)
	 Feed 30 mm/rev (coarse), 1 mm/rev (fine)
	 Max. probing height 280 mm (11.0”) from top of turntable
	 Max. probing depth 100 mm (3.9”) (min. ID: 30 mm [1.2”])
Horizontal arm (X axis)
	 Range 165 mm (6.5”), including 25 mm travel past the turntable axis
Detector and stylus
	 Measuring range ±1000 μm (±0.0394”)
	 Measuring force 70 to 100 mN
	 Standard stylus Carbide ball, Ø1.6 mm (0.0625”)
	 Measuring direction Bi-directional
	 Stylus angle adjustment ±45° (with graduations)
List price £10 795.00 £11 850.00 £16 750.00
Special offer price! £8 995.00 £9 995.00 £14 250.00
* H = Probing height in mm or inches

Optional accessory
211-032 Centering chuck £1090.00 £975.00

Save £2500.00!

SPECIAL OFFER PRICE:

£14250.00
211-627E



LSM-503S LASER SCAN MICROMETER MEASURING UNIT
\\	Modular design allows construction of custom measuring fixtures for a wide range of applications.

Optional accessories
02AGD120 Calibration set Ø0.1 mm, Ø10 mm £297.00 £199.00
02AGD130 Calibration set Ø1.0 mm, Ø30 mm £329.00 £250.00
02AGD140 Calibration set Ø1.0 mm, Ø60 mm £362.00 £275.00
02AGD150 Calibration set Ø20 mm, Ø120 mm £810.00 £595.00
02AGD180 Calibration set Ø1.0 mm, Ø25 mm £364.00 £275.00
02AGM300 Calibration set Ø20 mm, Ø160 mm £1030.00 £850.00

Order No. 544-534 544-536 544-538 544-540 544-542

Measuring range
0.05-10 mm /  
0.002-0.4”

0.3-30 mm /  
0.012-1.18”

1-60 mm /  
0.04-2.36”

1-120 mm /  
0.04-4.72”

1-160 mm /  
0.04-6.3”

Accuracy ±0.5 μm / ±20 μinch ±1.0 μm / ±40 μinch ±3.0 μm / ±120 μinch ±6.0 μm / ±240 μinch ±7.0 μm / ±276 μinch
Resolution (selectable) 0.01-10 μm 0.02-100 μm 0.05-100 μm 0.1-100 μm
Type of laser Visible (650 nm)
Repeatability (±2σ) ±0.04 μm / ±1.5 μinch ±0.1 μm / ±3.9 μinch ±0.36 μm / ±14 μinch ±0.8 μm / ±32 μinch ±1.4 μm / ±55 μinch
Scanning rate 3200/s
Scanning speed 113 m/s / 4450”/s 226 m/s / 8900”/s 452 m/s / 17 800”/s 904 m/s / 35 600”/s 603 m/s / 23 740”/s
Protection standard IEC Class 2
List price £4060.00 £4270.00 £5810.00 £7970.00 £11 390.00
Offer price! £2450.00 £2750.00 £3950.00 £5950.00 £8995.00

Save £1520.00!SPECIAL OFFER PRICE:£2750.00

544-536
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LSM-6200 LASER SCAN MICROMETER DISPLAY UNIT
\\	Multifunction display unit.

Order No. Power supply Data interfaces List price Offer price!
544-072E 240 VAC RS-232C, I/O and analogue £1830.00 £1250.00

Functions for LSM-6200 / 6900
Segment selection (seg.1 - seg.7)
Edge selection (1-255 positions)
Arithmetical mean (1-2048 scans)
Mean value displacement (32-2048 scans)
Memory function for measuring conditions (prog. 0 - prog. 9)
GO / ± NO GO judgment
Multi tolerance selection (1-6)
Group judgment
GO / ± NO GO and analogue output signal in standby mode
ZERO setting
Offset function
Setting of reference values
Mastering
Elimination of abnormal data
Automatic workpiece detection
Random sampling (sample 2-999)
Statistical processing (MAX, MIN, range, mean, σ)
Data output interval (1-999s)
Automatic measurement with edge detection
Measurement of transparent workpieces (seg. 1 - seg. 3)
Simultaneous (DUAL) measurement
Measurement of ultra fine wires (with LSM-500/500 N)

Measurement with two measuring instruments
Display of workpiece position
Locking button function
Double calibration (HIGH and LOW)
Resolution selection
Switching mm/inch
Thousands display by decimal point/comma
Selection of digits after decimal point
Monitoring of laser intensity
Scanning control signal connector
Remote control
SPC (DIGIMATIC) output ▲

RS-232C interface
I/O interface
Analogue signal output
2. I/O interface with analogue connection ▲

BCD interface ▲

GP-IB interface ▲

Foot switch ▲

Thermal printer ▲

Dual unit ▲

 Accessory included      ▲ Optional accessory

Save £580.00!SPECIAL OFFER PRICE:£1250.00
544-072E



LASER SCAN MICROMETER MEASURING UNIT AND DISPLAY UNIT 
PACKAGE
\\	LSM-902 laser scan micrometer measuring unit with LSM-6900 display unit.
\\	Ultra-high accuracy measuring system.
\\	For LSM-6900 functions see previous page.

Optional accessories
02AGD120 Calibration set Ø0.1 mm, Ø10 mm £297.00 £199.00
02AGD130 Calibration set Ø1.0 mm, Ø30 mm £329.00 £250.00
02AGD140 Calibration set Ø1.0 mm, Ø60 mm £362.00 £275.00
02AGD150 Calibration set Ø20 mm, Ø120 mm £810.00 £595.00
02AGD180 Calibration set Ø1.0 mm, Ø25 mm £364.00 £275.00
02AGM300 Calibration set Ø20 mm, Ø160 mm £1030.00 £850.00

Order No. 544-496E
Measuring range 0.1-25 mm / 0.004-1”
Accuracy ±0.5 μm / ±20 μinch
Resolution (selectable) 0.01-10 μm
Type of laser Visible (650 nm)
Repeatability ±0.05 μm / ±2.0 μinch
Measuring region 3 x 25 mm / 0.12 x 0.98”
Scanning rate 800/s
Scanning speed 56 m/s / 2200”/s
Protection standard IEC Class 2
LSM 6900 power supply 240 VAC
LSM 6900 data interfaces RS-232C, I/O and analogue
List price £6350.00
Offer price! £5100.00

Save £1250.00!SPECIAL OFFER PRICE:£5100.00

544-496E
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PJ-A3000 PROFILE PROJECTOR
\\	Benchtop instrument for testing small and medium-sized workpieces.
\\	Vertical, rotatable crosshair lines screen.
\\	Easy-to-operate coordinate measuring stage with coarse and fine adjustment.
\\	Direct and clear, easy-to-read XY digital display at eye level ensures safe and error-free measurement.
\\	Halogen transmitted and incident illumination are integrated into the housing.
\\	Provided with a protractor as standard, switchable for sexagesimal degree or decimal degree reading. 		
	 Resolution: 1’ or 0.01º.

Model PJ-A3010F-100 PJ-A3010F-200
Order No. 302-713E 302-711E
XY travel range 100 x 100 mm 200 x 100 mm
Effective working area of measuring stage 142 x 142 mm 266 x 170 mm
Resolution 0.001 mm / 0.0001”
Stage size 250 x 250 mm 380 x 250 mm
Maximum workpiece height 91 mm 92.5 mm
Maximum table loading 10 kgf 15 kgf
List price £5140.00 £7500.00
Special offer price! £3995.00 £5995.00

Optional accessories
12AAA807 Connection cable £27.40 £20.00
12AAE671 Detector holder £20.90 £15.00
264-145E QM-Data 200 (table-top model) £1270.00 £995.00
264-146E QM-Data 200 (built-on model) £1270.00 £995.00
332-151 Optoeye edge-detection unit £740.00 £495.00

Save £1505.00!

SPECIAL OFFER PRICE:

£5995.00

302-711E



QUICK SCOPE VISION MEASURING SYSTEM
\\	A compact, economical, manual desktop instrument for uncomplicated measurement tasks.
\\	Optional objective lenses 1X, 2.5X and 5X.

Model QS-E1020
Order No. 359-615E
Resolution 0.0001 mm
Accuracy (E1) 20 ºC (3+2L/100) µm*
Measuring range X: Y: Z (mm) 200: 100: 150
Magnification on monitor (17”)
	 With 1.0X objective 42X
	 With 2.5X objective 105X
	 With 5.0X objective 210X
Control Manual
Fixed lens
Transmitted light
Coaxial light
List price £9900.00
Special offer price! £8900.00
* L = measured length (mm)

Save £1000.00!

SPECIAL OFFER PRICE:

£8900.00

359-615E
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QUICK VISION ELF 3D CNC VISION MEASURING SYSTEM
\\	A compact CNC desktop instrument for performance-oriented and economical vision measurement.
\\	Programmable four-quadrant, white LED ring light.
\\	Programmable power turret.
\\	Halogen stage and coaxial lighting.
\\	The highest performance/cost ratio of the Quick Vision series.

Save £3000.00!

SPECIAL OFFER PRICE:

£29950.00

363-102E

Model QV-E202PIN-B
Order No. 363-102E
Resolution 0.0001 mm
Accuracy (E1) 20 ºC
	 XY (2+0.3L/100) µm*
	 Z (4+0.5L/100) µm*
Measuring range X: Y: Z (mm) 200: 250: 100
Maximum drive speed 100 mm/s
List price £32 950.00
Special offer price! £29 950.00
* L = measured length (mm)



CRYSTA-PLUS M
\\	The CRYSTA-PLUS M has been developed to meet the need for a low cost, easy-to-use manual CMM with no 	
	 compromise in measuring accuracy.
\\	Compact, low-cost design.
\\	Excellent performance/cost ratio.
\\	Designed for low maintenance and continuous, long-term operation.
\\	Optional measuring stand illumination on the Z axis to simplify positioning.
\\	Optional, integrated thermal-effect compensation system effective over the range 16 to 26 ºC.
\\	Premium software supplied as standard for user-friendly measurement and evaluation.

Model 443 544 574 776
Order No. 196-683 196-472NL 196-477NL 196-482
Measuring range X: Y: Z (mm) 400: 400: 300 500: 400: 400 500: 700: 400 700: 700: 600
Accuracy* E (μm) ±(3.0+0.4L/100) ±(3.5+0.45L/100) ±(4.5+0.45L/100)
Measuring table X: Y (mm) 624: 805 638: 860 638: 1160 880: 1420
Max. workpiece height (mm) 480 510 800
Max. table loading (kgf) 180 500
Overall machine dimensions (H x W x D) mm 1967 x 981 x 1047 2285 x 1082 x 1078 2285 x 1082 x 1458 2830 x 1470 x 1650
Mass (kg) 410 495 615 1390
Measuring method High-precision reflective linear encoders on all axes
Resolution 0.5 μm
Measuring table Black granite with M8 x 1.25 inserts
Guidance method Frictionless, self-adjusting air bearings on all axes
Air supply pressure 0.4 MPa (4 kgf/cm2)
Air consumption 120 l/min
List price £9950.00 £16 500.00 £18 500.00 £26 950.00
Special offer price! £8950.00 £15 000.00 £16 500.00 £24 950.00
* Over temperature range 19 to 21 ºC (16 to 26 ºC with optional thermal-effect compensation) using a TP2 or TP20 probe. L is the measured length in mm.

Save £1500.00!

SPECIAL OFFER PRICE:

£15000.00

196-472NL
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METROLOGY HANDBOOK
\\	The Metrology Handbook – The Science of Measurement is a new reference book for those interested in 	
	 gaining an understanding of the fundamentals of dimensional metrology.
\\	Produced by Mitutoyo, the world’s leading manufacturer of precision measurement instruments, the book
	 contains over 250 pages explaining the construction and use of basic measuring tools right through to an 
	 overview of some of the most accurate inspection equipment available today.
\\	All the basic principles of measurement are described and supported by more than 400 colour photographs
	 and illustrations.
\\	Written and devised by the world-renowned Mitutoyo Institute of Metrology – this book is an essential
	 reference for any reader whether skilled engineer, apprentice or student.

"This outstanding reference book on Metrology provides a comprehensive explanation 
of the underlying principles, technology, equipment and application of a wide range of 
workplace measurement systems."

Dr. Hamid Mughal
Executive Vice President – Manufacturing Engineering

Rolls-Royce plc – Derby

"Presents in very clear fashion the historical perspective, key principles, tools and 
techniques of the field of metrology. We will be recommending this book to our 
students and using it as a core text for our metrology related classes."

William Ion
Head of Department – Design, Manufacture and Engineering

University of Strathclyde – Glasgow

Save £10.00!

SPECIAL OFFER PRICE:

£15.00

Order No. Description List price Offer price!
000MET Metrology Handbook £25.00 £15.00
Please note that the Metrology Handbook is not available to buy online. To place your order please call our Sales Team on 01264 353123.




